
Date:_______________

Spec Section:__________________________________________

Engineer/Architect:____________________________________

Date:________________

Job Name: _____________________________

________________________________________

Job Location: ___________________________

__________________________________________

Specification
Oventrop strainer coil kit is an assembly for the supply side of a
fan coil unit or air handler. Each assembly consists of a y-strainer,
a ball valve, a PT port, and a drain. A union connection at the
strainer is male, female, or sweat. A sweat or female connection is
available on the ball valve end.
Oblique pattern strainer for vertical and horizontal installation.
Brass body, with wire basket made of stainless steel. Replaceable
wire baskets. Wire basket: 20 mesh
Ball valve made of brass, ball made of chrome plated brass, PTFE
seats, EPDM O-ring seal.
Fill and drain valve, with ball valve. Ball made of chrome plated
brass, PTFE seats, O-ring seal.
Maximum working temperature: 250°F
Maximum working pressure: 600 PSI / CWP
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Series 801
Y-Ball Strainer with PT Port and Drain

½” - 2” Coil Kits
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Coil Kit Dimensions in Inches



Series 801
Y-Ball Strainer with PT Port and Drain

Sizes ½” - 2”
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Example valve selection:
1¼” SWT valve with ¾” MNPT tailpiece
Item number - 801 4223

Y-Ball Strainers body and tailpiece designations for FNPT body valves

Y-Ball Strainers body and tailpiece designations for SWT body valves


